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 H.265+ Video Compression 
 Channel Independent auto detect: 

o Analog (960H) 
o TVI (720p / 1080p) 
o AHD (720p / 1080p) 
o IP up to 2MP 

 8ch Coxial + 2ch IP 
 Flexible 1~10nos 2MP HDMI & VGA output 
 Full HD 1080p HDMI & VGA output 
 CVBs out 
 1HDD Bay (up to 6TB) 
 Support S.M.A.R.T HDD bad detection 
 Backup: USB (External HDD or pendrive), TCP / IP Network 
 CMS & Mobile Software included 

 
Video In 8 coaxial + 2 network 

Recordings WD1 (960x676) @25fps/ch, 720p (1320x1080) @25fps/ch 1080p 
(1920x1080) @12fps/ch 

Video Output 1xVGA, 1x Full HD 1080p HDMI out 

USB 2 port 

Audio 1ch Audio in / 1ch Audio out 

Storage 1x SATA HDD (up to 6TB) 

Network 10/100 self adaptive RJ45 Ethernet 

Working Environment -10o ~ 50oC,  <10-90 % Humidity  

Power 12VDC, <20W without HDD 

Dimension (mm) 315 x 230 x 45mm, 1kg w/o HDD 

  

 

 

 

   


