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 H.265+ Video Compression 
 4 in 1 DVR system: 

o Analog (960H) @Real-Time 
o 720p TVI/AHD @Real-Time 
o 1080p TVI/AHD @12fps 
o IP (720p/1080p) 

 16ch Coaxial + 2ch IP 
 Flexible 1~18nos IP Camera connection 
 UHD HDMI & FHD VGA output 
 16ch Simultaneous Playblack 
 Up to 2HDD (6TB each) 
 Backup: USB (External HDD or pendrive), TCP/IP Network 
 Smart search (with SMART IPC) 
 UT 

 
Video In 16 coaxial + 2 network 

Recordings WD1 (960x676), 720p (1320x1080), 1080 Lite @25fps/ch 1080p 
(1920x1080) @12fps/ch 

Video Output 1x FHD VGA, 1xUHD HDMI, 1x CVBs out 

USB 2 port 

Audio 1ch Audio in / 1ch Audio out (2-way Audio) 

Storage 2x SATA HDD (up to 6TB each) 

Network 10/100/1000 self adaptive RJ45 Ethernet port 

Working Environment -10o ~ 50oC,  <10-90 % Humidity  

Power 12VDC, <30W without HDD 

Dimension (mm) 380 x 290 x 48mm, 2kg w/o HDD 

  

 

 

 

   


